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FACILITY ASSESSMENT REPORT 

Introduction 

Chardon Local School District 

 

Chardon High School  

Chardon Middle School  

Hambden Elementary  

Maple Elementary  

Munson Elementary School 

Park Elementary School  

 

The Scope of Work for the Chardon Local School District Assessment includes the Facilities Assessment 
Report as required by the Ohio School Facilities Commission (OSFC). 

Hardlines Design Company and Korda Engineering performed the assessments of the six schools on August 
8-10, 2016.  The assessment consisted of multiple walk-throughs of the school facilities and adjacent athletic 
sites as well as interviews with school administration and maintenance personnel. The area received heavy 
snowfall prior to the assessments.  Therefore direct examination of the condition of the sites and roofs was 
limited. Information for these areas of the assessment, where possible, was supplemented by information 
provided by district personnel.   The reports for the school buildings contain a general description of the 
school assessment, an existing site plan, existing floor plans and the completed CEFPI appraisal form. A 
hazardous materials report was provided by the District. 
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Enrollment 

Enrollment Projections not available 
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Assessment Summary & Map 
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FACILITY ASSESSMENT REPORT 

Building Assessment Summary 

Chardon High School 

Grade Configuration        9-12 
Building Capacity       1150 students  
Enrollment        1250 students 
Teaching Stations       53 
Building Site Size       78.5  acres  
 
Original Building (1951)       35000  GSF 
Addition (1953)        15400 GSF 
Addition (1957)        11526 GSF 
Addition (1964)       14879 GSF 
Addition (1974)        38611 GSF     
Auxiliary Gymnasium      6000 GSF 
 
Total Area        121,416 GSF 
 

The site is located in a residential area just north of the town center. The site is shared with Chardon Middle 
School and the Chardon Local Schools administration building. The concrete and masonry frame structure is 
covered primarily with a modified bitumen torch applied system. As with many other buildings in the 
district, some exterior wall damage was observed and may be attributable to 1986 seismic activity. Windows 
vary in condition and age throughout the building. A limited number of window units meet current design 
standards. The school has an elevator and lift, but there are limited areas of the building which are not 
wheelchair accessible. 

The building only has air conditioning in the office area and some classrooms and is not a ducted system. 
The building has two  2009 steam boilers and a heat exchanger for  suppling univents  that  provide heating 
for the classrooms and radiator heating in corridors and restrooms.  There is a pneumatic/DDC control 
system for the equipment which is accessible remotely.  The building is not sprinkled and the fire alarm 
system is out of   date.   There are issues with the power because of age and no generator. There are no issues 
with sewer or water services.  The lighting is inadequate for the building and should be updated to LED.  The 
plumbing fixtures should be  replaced  with low flow fixtures and automatic sensor controls.  The building 
has full wireless system with data projectors in all classrooms.  The security system has good camera 
coverage and the outside doors need automatic locking controls with door position switches.  
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FACILITY ASSESSMENT REPORT 

Building Assessment Summary 

Chardon Middle School 

Grade Configuration        6-8 
Building Capacity       792 students  
Enrollment        755 students 
Teaching Stations       37 
Building Site Size       78.5 acres  
 
Original Building (1965)       65224 GSF 
Addition (1974)       24000 GSF 
 
Total Area         89224 GSF 
 
The site is located in a residential neighborhood just north of the town center. It is shared with the district 
administration building and Chardon High School. It is organized around a building core consisting of the 
Media Center and Large Group Instruction Room on the lower level floor and the Student Dining area on 
the upper level. The gymnasium is positioned to the southeast of this building core. The  

The building only has air conditioning in the office area, media room, LGIR room and some classrooms and 
is not a ducted system. The building has two hot water boilers   supplying univents that provide heating   for 
the classrooms and radiator heating in corridors and restrooms.  There is a pneumatic/DDC control system 
for the equipment which is accessible remotely.  The building is not sprinkled and the fire alarm system is out 
of date.  There are issues with the power because of age and no generator. There are no issues with sewer or 
water services.  The lighting is inadequate for the building and should be updated to LED.  The plumbing 
fixtures should be replaced with low flow fixtures and automatic sensor controls.  The building has full 
wireless system with data and projectors in all classrooms.  The security system has good camera coverage 
and the outside doors need automatic locking controls with door position switches. 
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FACILITY ASSESSMENT REPORT 

Building Assessment Summary 

Hambden Elementary School 

Grade Configuration        K-5 
Building Capacity       225 students  
Enrollment        260 students 
Teaching Stations       36 
Building Site Size       5.4 acres  
 
Original Building (1922)      13842 GSF 
Addition (1949)           3278 GSF 
Addition (1964)       7767 GSF 
 
Total Area        24887 GSF 
 
The site is located in the rural setting of Hambden Township. The original 1922 construction is the principle 
form of the building. A west classroom wing was added in 1964. A gymnasium and media center were 
constructed in 1964. The masonry frame structure is clad primarily face brick on the exterior. While the 
lower level of the original 1922 construction is poured concrete slab on grade, the upper level is framed with 
wood joists and deck. Most of the finishes throughout the building date to the era of construction. Flooring 
however has been updated with VCT. 

The building only has air conditioning in the office area and some classrooms and is not a ducted system and 
is in fair condition. The building has two steam boilers for supplying  univents  that  provide heating   for 
the classrooms and radiator heating in corridors and restrooms..  There is a pneumatic/DDC control system 
for the equipment which is accessible remotely.  The building is not sprinkled except in lower area for 
document storage and the fire alarm system is out of  date.  There are issues with the power because of age 
and no generator. The building has its own sewage system and a well for domestic water are in good 
condition.  The lighting is inadequate for the building and should be updated to LED.  The plumbing fixtures 
should be replaced with low flow fixtures and automatic sensor controls.  The building has full wireless 
system with data  and projectors in all classrooms.  The security system has good camera coverage and the 
outside doors need automatic locking controls with door position switches.  
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FACILITY ASSESSMENT REPORT 

Building Assessment Summary 

Maple Elementary School 

Grade Configuration        K-5 
Building Capacity       350 students  
Enrollment        267 students 
Teaching Stations       36 
Building Site Size       4.2 acres  
 
Original Building (1958)      16411 GSF 
Addition (1964)          10109 GSF 
 
Total Area        26520 GSF 
 
The site is located just north of the town center. It is directly across the street from the high school/middle 
school/ administration building site. A large gravel lot on the site is used for parking by high school 
students. The north wing of the building's L-shaped layout is the original 1958 construction. The east wing 
was constructed in 1964. The masonry frame building is clad with face brick on the exterior. The entire 
building is covered with a standing seam metal roof which was installed over the original tectum roof. 

The building only has air conditioning in the office area and teachers’ lounge and is not a ducted system. The 
building has two hot water boilers that supply uninvents  for the classrooms and radiator heating in 
corridors and restrooms.  There is a pneumatic/DDC control system for the equipment which is accessible 
remotely.  The building is not sprinkled and the fire alarm system is out of date.  There are issues with the 
power because of age and no generator. There are no issues with sewer or water services.  The lighting is 
inadequate for the building and should be updated to LED.  The plumbing fixtures should be replaced with 
low flow fixtures and automatic sensor controls.  The building has full wireless system with data and 
projectors in all classrooms.  The security system has good camera coverage and the outside doors need 
automatic locking controls with door position switches.  
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FACILITY ASSESSMENT REPORT 

Building Assessment Summary 

Park Elementary School 

Grade Configuration        K-5 
Building Capacity       550 students  
Enrollment        345 students 
Teaching Stations       27 
Building Site Size       4.2 acres  
 
Original Building (1958)      44000 GSF 
 
Total Area        44000 GSF 
 
The school is located in downtown Chardon on a compact site along the east side of the town square. The 
school is housed in two separate freestanding structures. Most of the instructional spaces are provided in the 
3-story east building. The physical education and art are taught in the 2-story west building. A 14,000 sq. ft. 
paved asphalt area separates the two buildings. This area is used for all vehicular circulation and parking. 
The buildings are masonry frame with clay face brick cladding. Both buildings are covered by multiple 
roofing installations which have been in place longer than their expected service life. Double glazed 
aluminum windows were observed in both buildings. As with many buildings in the area, 1986 seismic 
movement has resulted in structural damage which should undergo further engineering analysis. 

The building only has air conditioning in the office area and some classrooms have window units and is not a 
ducted system. The building has  three steam boilers that supply univents heating for the classrooms and 
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radiator heating in corridors.  There is a pneumatic/DDC control system for the equipment which is 
accessible remotely.  The building is not sprinkled and the fire alarm system is out of  date.  There  are  issues 
with the power because of age and no generator. There is no issues with sewer or water services.  The 
lighting  is  inadequate for the building and should be updated to LED.  The plumbing fixtures  should be 
replaced with low flow fixtures and automatic sensor controls.  The building has full wireless system with 
data and projectors in all classrooms.  The security system has good camera coverage and the outside doors 
need automatic locking controls with door position switches. 
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Assessment Cost Guidelines 
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FACILITY ASSESSMENT REPORT 

Building Assessment  

Chardon High School 
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Building Assessment  

Chardon Middle School 
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Building Assessment  

Hambden Elementary School 
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Building Assessment  

Maple Elementary School 
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Building Assessment  

Munson Elementary School 

 

 

 

 

























































































































































Facility Assessment

R. Water Supply

Description: There is a 2 inch water supply for domestic water connected to the well. The underground holding tank is in very poor condition. Current water
supply is not adequate to serve new sprinkler system and pressure requirements in the restrooms. City water tap is not available at this time. 

Rating: 2 Needs Repair 

Recommendations: Replace 400 gallon underground pressure tank. Provide an allowance for a water treatment system. 

Item Cost Unit Whole 
Building

Original Building 
(1955)
11,034 ft²

Addition 1 
(1959)
11,263 ft²

Addition 2 
(1974)
8,931 ft²

Sum Comments

Pressure Tank: $2.00per gallon 31,228 Required   $62,456.00(removal / replacement) 
Water Quality Test $500.00allowance Required   $500.00(includes 2 tests) 
Other:  Water treatment 
system

$20,000.00allowance Required   $20,000.00Water treatment system allowance for domestic water
treatment system. 

Sum: $82,956.00 $82,956.00 $0.00 $0.00

Back to Assessment Summary

Report Generated at 14 Sep 2016  08:33Facility Assessment Page 28



Facility Assessment

S. Exterior Doors

Description: Hollow metal doors, many with 1/2 lights are provided around the building perimeter. All have panic hardware. However, the glazing is not
insulated. Many of these doors were observed to be misaligned and failing to provide weather tight closures in the frames. A few doors have been
replaced with FRP doors as part of a district wide door upgrade. 

Rating: 3 Needs Replacement 

Recommendations: Provide new doors to replace older obsolete units around the building. 

Item Cost Unit Whole BuildingOriginal Building (1955)
11,034 ft²

Addition 1 (1959)
11,263 ft²

Addition 2 (1974)
8,931 ft²

Sum Comments

Door Leaf/Frame and Hardware:$2,000.00per leaf 6 Required 2 Required 1 Required $18,000.00(includes removal of existing) 
Sum: $18,000.00 $12,000.00 $4,000.00 $2,000.00

Older under performing doors.

Back to Assessment Summary

Report Generated at 14 Sep 2016  08:33Facility Assessment Page 29



Facility Assessment

T. Hazardous Material

Description: Enhanced Environmental Assessment (EEA) will need to be performed by OSFC EEA Consultant to establish scope and budget. 

Rating: 1 Satisfactory 

Recommendations: Independent Enhanced Environmental Provide Assessment Consultant to determine. 

Item CostUnitWhole BuildingOriginal Building (1955)
11,034 ft²

Addition 1 (1959)
11,263 ft²

Addition 2 (1974)
8,931 ft²

SumComments

Sum: $0.00 $0.00 $0.00 $0.00

Back to Assessment Summary

Report Generated at 14 Sep 2016  08:33Facility Assessment Page 30



Facility Assessment

U. Life Safety 

Description: The facility is NOT protected by an automated fire suppression system. Fire extinguishers are distributed throughout the school. The kitchen has
one hoods protected by one up to date Ansul suppression system. The facility is NOT equipped with a emergency generator. Railings around the
stairs are not equipped with 42’’ guardrails. 

Rating: 3 Needs Replacement 

Recommendations: Provide an automatic fire suppression system throughout the facility, with a new well, booster pump, pressure tank and holding tank. Provide an
emergency generator to meet the needs of this building. Generator is included in D. Electrical 

Item Cost Unit Whole Building Original Building 
(1955)
11,034 ft²

Addition 1 
(1959)
11,263 ft²

Addition 2 
(1974)
8,931 ft²

Sum Comments

Sprinkler / Fire Suppression 
System:

$3.20sq.ft. 
(Qty)

 11,034 Required 11,263 Required 8,931 Required $99,929.60(includes increase of service piping,
if required) 

Well Pump for Fire Pump $20,000.00unit  1 Required   $20,000.00
Storage Tank: $50,000.00unit  1 Required   $50,000.00(30,000-35,000 gallon tanks) 
Well: $45,000.00unit  11,034 Required 11,263 Required 8,931 Required $1,405,260,000.00
Handrails: $5,000.00level    2 Required $10,000.00
Sum: $1,405,439,929.60$496,635,308.80 $506,871,041.60$401,933,579.20

Back to Assessment Summary

Report Generated at 14 Sep 2016  08:33Facility Assessment Page 31



Facility Assessment

V. Loose Furnishings

Description: Students are provided metal frame furnishings. The desks have composite work surfaces and metal trays. Chairs have composite seats and
uprights. Desks fro teachers vary throughout the building. Freestanding bookshelves of various styles were observed in the classrooms. They are
provided in varying quantity throughout the building. 

Rating: 2 Needs Repair 

Recommendations: Provide more uniform items for teachers as well as book storage. Additionally, replace older items as they are taken out of service. 

Item Cost Unit Whole BuildingOriginal Building (1955)
11,034 ft²

Addition 1 (1959)
11,263 ft²

Addition 2 (1974)
8,931 ft²

Sum Comments

CEFPI Rating 8$1.00sq.ft. (of entire building addition) Required   $11,034.00
Sum: $11,034.00 $11,034.00 $0.00 $0.00

Back to Assessment Summary

Report Generated at 14 Sep 2016  08:33Facility Assessment Page 32



Facility Assessment

W. Technology

Description: The school has upgraded the IT in classrooms in 2000 with two cat 5 communication jacks, wireless access and one fiber connection per
classroom. There are projectors is most classrooms where needed 

Rating: 3 Needs Replacement 

Recommendations: With work under Item A,D and J it is probably not reasonable to expect the equipment and equipment will survive the renovation therefore
complete building replacement is recommended. 

Item Cost Unit Whole BuildingOriginal Building (1955)
11,034 ft²

Addition 1 (1959)
11,263 ft²

Addition 2 (1974)
8,931 ft²

Sum Comments

ES portion of building with total SF < 50,000$13.18sq.ft. (Qty) 11,034 Required 11,263 Required 8,931 Required $411,585.04
Sum: $411,585.04 $145,428.12 $148,446.34 $117,710.58

Back to Assessment Summary

Report Generated at 14 Sep 2016  08:33Facility Assessment Page 33



Facility Assessment

X. Construction Contingency / Non-Construction Cost

Renovation Costs (A-W) $1,409,528,213.54

7.00% Construction Contingency $98,666,974.95

Subtotal $1,508,195,188.49

16.29% Non-Construction Costs $245,684,996.20

Total Project $1,753,880,184.69

Construction Contingency $98,666,974.95

Non-Construction Costs $245,684,996.20

Total for X. $344,351,971.15

Non-Construction Costs Breakdown  

Land Survey 0.03% $452,458.56

Soil Borings / Phase I Envir. Report 0.10% $1,508,195.19

Agency Approval Fees (Bldg. Code) 0.25% $3,770,487.97

Construction Testing 0.40% $6,032,780.75

Printing - Bid Documents 0.15% $2,262,292.78

Advertising for Bids 0.02% $301,639.04

Builder’s Risk Insurance 0.12% $1,809,834.23

Design Professional’s Compensation 7.50% $113,114,639.14

CM Compensation 6.00% $90,491,711.31

Commissioning 0.60% $9,049,171.13

Non-Construction Contingency (includes partnering and mediation services) 1.12% $16,891,786.11

Total Non-Construction Costs 16.29% $245,684,996.20

Back to Assessment Summary
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School Facility Appraisal

Name of Appraiser  Kelton Waller Date of Appraisal  2016-08-10 

Building Name  Munson Elem

Street Address  12687 Bass Lake Rd 

City/Town, State, Zip Code  Chardon, OH 44024 

Telephone Number(s)  440-286-5901 

School District  Chardon Local 

   

Setting:  Rural 

Site-Acreage 15.00 Building Square Footage 31,228 

Grades Housed K-5 Student Capacity 408 

Number of Teaching Stations 21 Number of Floors 1 

Student Enrollment 360 

Dates of Construction 1955,1959,1974 

Energy Sources:   Fuel Oil   Gas   Electric   Solar

Air Conditioning:   Roof Top   Windows Units   Central   Room Units

Heating:   Central   Roof Top   Individual Unit   Forced Air

  Hot Water   Steam

Type of Construction  

  Load bearing masonry

  Steel frame

  Concrete frame

  Wood

  Steel Joists

Exterior Surfacing  

  Brick

  Stucco

  Metal

  Wood

  Stone

Floor Construction  

  Wood Joists

  Steel Joists

  Slab on grade

  Structural slab

  

Back to Assessment Summary
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CEFPI Ratings Sheet

1.0 The School Site

School Facility Appraisal

 

Points Allocated Points

 

1.1 Site is large enough  to meet educational needs as defined by state and local requirements 25 25 

 The 15 acres site exceeds OSDM recommendations for a school of this size.

1.2 Site is easily accessible  and conveniently located for the present and future population 20 0 

 The site is located along the major thoroughfare for this community.

1.3 Location  is removed from undesirable business, industry, traffic, and natural hazards 10 10 

 Undesirable elements were not observed in the vicinity of the school.

1.4 Site is well landscaped and developed  to meet educational needs 10 8 

 Several trees were observed around the site. Natural landscaping along the principle facade is limited.

1.5 ES Well equipped playgrounds are separated  from streets and parking areas 10 10 

MS Well equipped athletic and intermural areas are separated  from streets and parking

HS Well equipped athletic areas  are adequate with sufficient solid-surface parking

 
Kindergarten play areas are about 50 feet from parking areas. There are no barriers. Other play areas are located on the opposite side of the building from the
parking lot.

1.6 Topography  is varied enough to provide desirable appearance and without steep inclines 5 5 

 Gentle slopes and topographical variety were observed on the site.

1.7 Site has stable, well drained soil free of erosion 5 5 

 Surface water is effectively channeled on the site.

1.8 Site is suitable for special instructional needs , e.g., outdoor learning 5 5 

 Hard and soft surface play areas as well as outdoor gathering areas are provided.

1.9 Pedestrian services  include adequate sidewalk with designated crosswalks, curb cuts, and correct slopes 5 4 

 Sidewalks and striped walkways are provided for pedestrian circulation.

1.10 ES/MS Sufficient on-site, solid surface parking  for faculty and staff is provided 5 4 

HS Sufficient on-site, solid surface parking  is provided for faculty, students, staff and community

 Staff parking areas are adequate for parking their vehicles.

TOTAL - The School Site 100 76

Back to Assessment Summary
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CEFPI Ratings Sheet

2.0 Structural and Mechanical Features

School Facility Appraisal

 

Structural Points 
Allocated Points

 

2.1 Structure meets all barrier-free  requirements both externally and internally 15 12 

 Wheelchair access is possible through all areas ofthe building without undue travel distance. Play areas are not completely accessible.

2.2 Roofs  appear sound, have positive drainage, and are weather tight 15 9 

 Wet insulation was observed in half of the roofs areas.

2.3 Foundations  are strong and stable with no observable cracks 10 5 

 Most foundations are below grade and not visually observable. Moisture penetration was observed where below grade construction is visible.

2.4 Exterior and interior walls  have sufficient expansion joints and are free of deterioration 10 2 

 Expansion joints were observed in very limited quantity. More are needed.

2.5 Entrances and exits  are located so as to permit efficient student traffic flow 10 10 

 Building portals are provided for effective student flow.

2.6 Building ’’envelope’’  generally provides for energy conservation (see criteria) 10 3 

 Only a portion of the building has thermal glazing. The walls do not have cavity insulation. Roof insulation is damp.

2.7 Structure is free of friable asbestos  and toxic materials 10 0 

 See the attached EEA report.

2.8 Interior walls permit sufficient flexibility  for a variety of class sizes 10 10 

 Only the gymnasium has a movable parition.

 

Mechanical/Electrical Points 
Allocated Points

 

2.9 Adequate light sources  are well maintained, and properly placed and are not subject to overheating 15 10 

 The majority of lighting sources provide the required footcandle intensity.

2.10 Internal water supply  is adequate with sufficient pressure to meet health and safety requirements 15 13 

 The internal water supply is adequate with sufficient pressure.

2.11 Each teaching/learning area has adequate convenient wall outlets , phone and computer cabling for technology applications 15 14 

 There is an adequate amount of technology outlets.

2.12 Electrical controls  are safely protected with disconnect switches  easily accessible 10 8 
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 Disconnect switches are located in the areas of the electrical controls.

2.13 Drinking fountains  are adequate in number and placement, and are properly maintained including provisions for the 
disabled

10 9 

 An adequate number of drinking fountains were provided. the drinking fountains were not ADA compliant.

2.14 Number and size of restrooms meet requirements 10 9 

 There are an adequate number of water closets and lavs.

2.15 Drainage systems  are properly maintained and meet requirements 10 8 

 No problems were reported with the drainage system.

2.16 Fire alarms, smoke detectors, and sprinkler systems  are properly maintained and meet requirements 10 4 

 There is no sprinkler system. Fire alarms do not meet OSFC requirements.

2.17 Intercommunication system  consists of a central unit that allows dependable two-way communication  between the office
and instructional areas

10 4 

 There is only one-way communication between office and instruction areas.

2.18 Exterior water supply  is sufficient and available for normal usage 5 4 

 The well water supply is sufficient and available for normal use.

TOTAL - Structural and Mechanical Features 200 134

Back to Assessment Summary
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CEFPI Ratings Sheet

3.0 Plant Maintainability

School Facility Appraisal

 

Points Allocated Points

 

3.1 Windows, doors, and walls  are of material and finish requiring minimum maintenance 15 10 

 Hardwood doors, painted CMU and brick walls all require minimal maintenance. Older windows have dried seals.

3.2 Floor surfaces  throughout the building require minimum care 15 12 

 Terrazzo and resilient flooring require major maintenance bi-annually.

3.3 Ceilings and walls  throughout the building, including service areas, are easily cleaned and resistant to stain 10 1 

 Ceiling tiles were observed to be stained and deflected.

3.4 Built-in equipment  is designed and constructed for ease of maintenance 10 8 

 Built-in cubbies were observed in the classroom.

3.5 Finishes and hardware , with compatible keying system, are of durable quality 10 9 

 Keying is well coordinated and hardware consists of corrosion resistant material.

3.6 Restroom fixtures  are wall mounted and of quality finish 10 10 

 Wall mounted fixtures are provided.

3.7 Adequate custodial storage space  with water and drain is accessible throughout the building 10 10 

 The building is served by appropriately located custodial closets.

3.8 Adequate electrical outlets and power , to permit routine cleaning, are available in every area 10 5 

 Outlets are not adequate for routine cleaning.

3.9 Outdoor light fixtures, electrical outlets , equipment, and other fixtures are accessible for repair and replacement 10 8 

 Outdoor fixtures are accessible for repair.

TOTAL - Plant Maintainability 100 73

Back to Assessment Summary
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CEFPI Ratings Sheet

4.0 Building Safety and Security

School Facility Appraisal

 

Site Safety Points Allocated Points

 

4.1 Student loading areas  are segregated from other vehicular traffic and pedestrian walkways 15 15 

 Provisions for segregation of vehicular circulation were observed.

4.2 Walkways , both on and offsite, are available for safety of pedestrians 10 6 

 Walkways are provided on site. Sidewalks are not provided along the right-of-way as the school is in rural setting.

4.3 Access streets  have sufficient signals and signs to permit safe entrance to and exit from school area 5 2 

 Signs are present. Signals are not.

4.4 Vehicular entrances and exits  permit safe traffic flow 5 5 

 There are 3 access points to the right-of-way with adequate visibility.

4.5 ES Playground equipment  is free from hazard 5 5 

MS Location and types of intramural equipment  are free from hazard

HS Athletic field equipment  is properly located and is free from hazard

 Hazard were not observed with the playground equipment.

 

Building Safety Points Allocated Points

 

4.6 The heating unit(s)  is located away from student occupied areas 20 10 

 Heating units are located in all areas and have protected coverings.

4.7 Multi-story buildings have at least two stairways  for student egress 15 15 

 Stairs are provided to the basement of the 1974 wing.

4.8 Exterior doors  open outward and are equipped with panic hardware 10 10 

 Outwardly swinging doors with panic hardware are provided at each of the exits.

4.9 Emergency lighting  is provided throughout the entire building with exit signs on separate electrical circuits 10 5 

 There is not adequate amount of emergency lighting units throughout the building.

4.10 Classroom doors  are recessed and open outward 10 6 

 Classroom doors are not recessed. They do open outward.

4.11 Building security systems  are provided to assure uninterrupted operation of the educational program 10 10 

 Assessment Report automatically generated for Kelton Waller
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4.12 Flooring  (including ramps and stairways) is maintained in a non-slip condition 5 5 

 All floor areas are maintained to prevent slips.

4.13 Stair risers  (interior and exterior) do not exceed 6 1/2 inches and range in number from 3 - 16 5 4 

 Stair risers are between 6/12’’ and 7’’

4.14 Glass  is properly located and protected with wire or safety material to prevent accidental student injury 5 3 

 Safety provisions are in place in glazing at classroom doors. No such provisions were observed at borrowed lights at the administrative area.

4.15 Fixed Projections  in the traffic areas do not extend more than eight inches from the corridor wall 5 5 

 No projections beyond 18’’ were observed.

4.16 Traffic areas  terminate at an exit or a stairway leading to an egress 5 5 

 All corridors lead to building portals.

 

Emergency Safety Points Allocated Points

 

4.17 Adequate fire safety equipment  is properly located 15 15 

 Fire extinguishers are provided throughout.

4.18 There are at least two independent exits  from any point in the building 15 15 

 All areas of the building are served by at least 2 exits.

4.19 Fire-resistant materials  are used throughout the structure 15 15 

 Non-combustible materials are used throughout the facility.

4.20 Automatic and manual emergency alarm system  with a distinctive sound and flashing light is provided 15 10 

 The emergency alarm system does not have adequate coverage.

TOTAL - Building Safety and Security 200 166

Back to Assessment Summary
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CEFPI Ratings Sheet

5.0 Educational Adequacy

School Facility Appraisal

 

Academic Learning Space Points Allocated Points

 

5.1 Size of academic learning areas  meets desirable standards 25 25 

 The average classroom size is almost 900 sq. ft.

5.2 Classroom space  permits arrangements for small group activity 15 15 

 Classrooms are large enough to facilitate various student groupings.

5.3 Location of academic learning areas  is near related educational activities and away from disruptive noise 10 10 

 Disruptive elements were not observed.

5.4 Personal space  in the classroom away from group instruction allows privacy time for individual students 10 8 

 Most rooms are able to accommodate student privacy.

5.5 Storage for student materials  is adequate 10 10 

 Students are provided cubbies for personal items.

5.6 Storage for teacher materials  is adequate 10 3 

 Storage for teacher materials is not provided uniformly throughout the building.

 

Special Learning Space Points Allocated Points

 

5.7 Size of special learning area(s)  meets standards 15 5 

 3 small offices are used for specialized education.

5.8 Design of specialized learning area(s)  is compatible with instructional need 10 5 

 The rooms are shared with counselors and the design is not responsive to the program.

5.9 Library/Resource/Media Center  provides appropriate and attractive space 10 4 

 There is no dedicated reading room.

5.10 Gymnasium (or covered P.E. area)  adequately serves physical education instruction 5 2 

 The gymnasium serves as a student dining space as well.

5.11 ES Pre-kindergarten and kindergarten space  is appropriate for age of students and nature of instruction 10 6 

MS/HS Science  program is provided sufficient space and equipment

 The kindergarten rooms are less than 1,200 square feet.
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5.12 Music Program  is provided adequate sound treated space 5 2 

 Music space is shared with the art room.

5.13 Space for art  is appropriate for special instruction, supplies, and equipment 5 2 

 Art space is shared with the music program.

 

School Facility Appraisal Points Allocated Points

 

5.14 Space for technology education  permits use of state-of-the-art equipment 5 0 

 No dedicated computer room was observed.

5.15 Space for small groups and remedial instruction  is provided adjacent to classrooms 5 1 

 A space large enough for 2-3 students was observed.

5.16 Storage for student and teacher material  is adequate 5 3 

 Students have cubbies. Teachers to not have uniformly provided storage spaces.

 

Support Space Points Allocated Points

 

5.17 Teacher’s lounge and work areas  reflect teachers as professionals 10 6 

 The lounge has inadequate light.

5.18 Cafeteria/Kitchen  is attractive with sufficient space for seating/dining, delivery, storage, and food preparation 10 3 

 The space, which is shared with physical education, has a warming kitchen which distributes lunches brought to the site.

5.19 Administrative offices  provided are consistent in appearance and function with the maturity of the students served 5 2 

 The offices do not appear to be age specific to the students served here.

5.20 Counselor’s office  insures privacy and sufficient storage 5 2 

 The counselor has less than 50 square feet of storage.

5.21 Clinic  is near administrative offices and is equipped to meet requirements 5 3 

 The clinic is somewhat remote from the office.

5.22 Suitable reception space  is available for students, teachers, and visitors 5 2 

 The reception area has only enough space to seat 3.

5.23 Administrative personnel  are provided sufficient work space and privacy 5 2 

 The principal has an office. All other areas are too small to navigate around workstations.

TOTAL - Educational Adequacy 200 121

Back to Assessment Summary
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CEFPI Ratings Sheet

6.0 Environment for Education

School Facility Appraisal

 

Exterior Environment Points Allocated Points

 

6.1 Overall design is aesthetically pleasing  to age of students 15 12 

 The banded masonry pattern and pronounced crown visually scale down the size of the building’s forms.

6.2 Site and building are well landscaped 10 7 

 Tress are observed around most of the site. Limited platings were observed along the building’s principle facade.

6.3 Exterior noise and poor environment  do not disrupt learning 10 10 

 No disruptive elements were observed.

6.4 Entrances and walkways  are sheltered  from sun and inclement weather 10 6 

 Some shelter was observed at the main entrance. None is provided at the walk ways.

6.5 Building materials  provide attractive color and texture 5 3 

 The same range of face brick hues is present around the entire building. The only contrast is the roof fascia

 

Interior Environment Points Allocated Points

 

6.6 Color schemes, building materials, and decor  provide an impetus to learning 20 12 

 The brick interior at the schools lobby is the only contrast to the painted CMU and neutral tone floors throughout the building. Little other color is provided.

6.7 Year around comfortable temperature and humidity  are provided throughout the building 15 15 

 Assessment Report automatically generated for Kelton Waller

6.8 Ventilating system  provides adequate quiet circulation of clean air and meets 15cfm VBC requirement 15 15 

 Assessment Report automatically generated for Kelton Waller

6.9 Lighting system  provides proper intensity, diffusion, and distribution of illumination 15 15 

 Assessment Report automatically generated for Kelton Waller

6.10 Drinking fountains and restroom facilities  are conveniently located 15 15 

 Assessment Report automatically generated for Kelton Waller

6.11 Communication among students  is enhanced by commons area(s) for socialization 10 7 

 No dedicated commons areas are provided. The student dining areas is used a gymnasium as well.

6.12 Traffic flow  is aided by appropriate foyers and corridors 10 10 
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 Adequate provisions for traffic flow were observed.

6.13 Areas for students to interact  are suitable to the age group 10 7 

 Playgrounds and a multipurpose room for dining and physical education are provided.

6.14 Large group areas are designed  for effective management of students 10 10 

 Adequate portals are provided at the multipurpose room.

6.15 Acoustical treatment  of ceilings, walls, and floors provides effective sound control 10 10 

 Acoustic treatment in the multipurpose room was observed. Acoustic ceilings are provided throughout the building as well.

6.16 Window design  contributes to a pleasant environment 10 7 

 
Clerestory windows allow for large amounts of natural light. However, the presence of blinds suggests that this amount of light was contributing to the educational 
process.

6.17 Furniture and equipment  provide a pleasing atmosphere 10 10 

 Most of the the items are uniform and help provide color and visual variety in the environment.

TOTAL - Environment for Education 200 171

Back to Assessment Summary
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LEED Observation Notes
School District: Chardon Local 

County: Geauga 

School District IRN: 47183 

Building: Munson Elem 

Building IRN: 25981 

Sustainable Sites  

Construction process can have a harmful effect on local ecology, especially when buildings are build on productive agricultural, wildlife or open areas. Several measures can be
take however to prevent the impact on undeveloped lands or to improve previously contaminated sites. Appropriate location reduces the need for private transportation and helps
to prevent an increase in air pollution. Developing buildings in urban areas and on brownfield sites instead of greenfield locations has economical and environmental benefits.
Controlling stormwater runoff and erosion can prevent the worsening of water quality in receiving bodies of water and the impact on aquatic life. Once the building is constructed,
it’s important to decrease heat island effects and reduce the light pollution on the site. 

(source: LEED Reference Guide, 2001:9) 

Water Efficiency  

In the US ca. 340 billion gallons of fresh water are withdrawn daily from surface sources, 65% of which is discharged later after use. Water is also withdrawn from underground
aquifers The excessive usage of water results in the current water deficit, estimated at 3,700 billion gallons. Water efficiency measures in commercial buildings can reduce water
usage by at least 30%. Low-flow fixtures, sensors or using non potable water for landscape irrigation, toilet flushing and building systems are just some of available strategies. Not
only do they result in environmental savings, but also bring about financial benefits, related to lower water use fees, lower sewage volumes to treat and energy use reductions. 

(source: LEED Reference Guide, 2001:65) 

Energy & Atmosphere  

Buildings in the US account for more than 30% of the total energy use and for approximately 60% of electricity. 75% of energy is derived from the burning of fossil fuels, which
releases CO2 into the Atmosphere and contributes to global warming. Moreover, coal fired electric utilities release nitrogen oxides and sulfur dioxide, where the former contribute
to smog and the latter to acid rain. Other types of energy production are not less harmful. Burning of natural gas produces nitrogen oxides and greenhouse gases as well, nuclear
power creates nuclear wastes, while hydroelectric generating plants disrupt natural water flows. Luckily there are several practices that can reduce energy consumption and are
environmentally and economically beneficial. Not only will they reduce the air pollution and mitigate global warming thanks to being less dependent on power plants, but also they
will reduce operational costs and will quickly pay back. In order to make the most of those practices, it’s important to adopt a holistic approach to the building’s energy load and
integrate different energy saving strategies. 

(source: LEED Reference Guide, 2001:93) 

Material & Resources  

The steps related to process building materials, such as extraction, processing and transportation are not environmentally natural, as they pollute the air, water and use natural
resources. Construction and demolition wastes account for 40% of the solid waste stream in the US. Reusing existing documents is one of the best strategies to reduce solid
wastes volumes and prevents then from ending up at landfills. It also reduces habitat disturbance and minimizes the need for the surrounding infrastructure. While using new
materials one should take into account different material sources. Salvaged materials provide savings on material costs, recycled content material minimizes waste products and
local materials reduce the environmental impact of transportation. Finally, using rapidly renewable materials and certified wood decreases the consumption of natural resources.
Recycling and reusing construction waste is another strategy to be taken into consideration in sustainable design. 

(source: LEED Reference Guide, 2001:167) 

Indoor Environmental Quality  

As we spend a big majority of our time indoors, the emphasis should be put on optimal indoor environmental quality strategies while (re)designing a building . Otherwise, a poor
IEQ will have adverse effects on occupants’ health, productivity and quality of life. IEQ strategies such as ventilation effectiveness and control of contaminants or a building
flush-out prior to occupancy can reduce potential liability, increase the market value of the building but can also result in a significantly higher productivity (16%). Other strategies
involve automatic sensors and controls, introducing fresh air to the building or providing lots of daylighting views. 

(source: LEED Reference Guide, 2001:215) 

Innovation & Design Process  

This category is aimed at recognizing projects that implemented innovative building features and sustainable building knowledge, and whose strategy or measure results
exceeded those which are required by the LEED Rating System. Expertise in sustainable design is the key element of the innovative design and construction process. 

(source: LEED Reference Guide, 2001:271) 
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Justification for Allocation of Points

Building Name and Level: Munson Elem

K-5

Building features that clearly exceed criteria:

1.

2.

3.

4.

5.

6.

Building features that are non-existent or very inadequate:

1.

2.

3.

4.

5.

6.

Back to Assessment Summary
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Chardon Local School District 

 

FACILITY ASSESSMENT REPORT 

Building Assessment  

Park Elementary School 

 

 

 





Building Pictures - Chardon Local(47183) - Park Elem(29090)

North elevation photo: East elevation photo:

South elevation photo: West elevation photo:

GENERAL DESCRIPTION

44,000 Total Existing Square Footage

1938 Building Dates

1-5 Grades

345 Current Enrollment

27 Teaching Stations

1.49 Site Acreage

The school is located in downtown Chardon on a compact site along the east side of the town square. The school is housed in two separate freestanding structures. Most of the
instructional spaces are provided in the 3-story east building. The physical education and art are taught in the 2-story west building. A 14,000 sq. ft. paved asphalt area separates
the two buildings. This area is used for all vehicular circulation and parking. The buildings are masonry frame with clay face brick cladding. Both buildings are covered by multiple
roofing installations which have been in place longer than their expected service life. Double glazed aluminum windows were observed in both buildings. As with many buildings in
the area, 1986 seismic movement has resulted in structural damage which should undergo further engineering analysis. The building only has air conditioning in the office area
and some classrooms have window units and is not a ducted system. The building has three steam boilers that supply univents heating for the classrooms and radiator heating in
corridors. There is a pneumatic/DDC control system for the equipment which is accessible remotely. The building is not sprinkled and the fire alarm system is out of date. There
are issues with the power because of age and no generator. There is no issues with sewer or water services. The lighting is inadequate for the building and should be updated to
LED. The plumbing fixtures should be replaced with low flow fixtures and automatic sensor controls. The building has full wireless system with data and projectors in all
classrooms. The security system has good camera coverage and the outside doors need automatic locking controls with door position switches.

The site is less than 1.5 acres and all vehicular circulation share one a small side street to access the site. The volume of traffic in the town center and the associated noise do not
contribute to an effective learning environment. The facility exists as two separate buildings separated by approximately 120 feet. Most academic areas are in the east building.
Students must walk outside to the west building for physical education, art, and music.
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Building Construction Information - Chardon Local (47183) - Park Elem (29090)

Name Year Handicapped Access Floors Square Feet Non OSDM Addition

Original Building 1938 no 3 44,000 no 

Previous Page

Next Page
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Building Component Information - Chardon Local (47183) - Park Elem (29090) 

Addition
Auditorium

Fixed 
Seating

Corridors
Agricultural
Education 

Lab

Primary
Gymnasium

Media
Center

Vocational
Space

Student
Dining

Kitchen Natatorium
Indoor
Tracks

Adult
Education

Board
Offices

Outside
Agencies

Auxiliary
Gymnasium 

Original
Building 
(1938)

5848 4674 925 1086 634

Total 0 5,848 0 4,674 925 0 1,086 634 0 0 0 0 0 0 

Master Planning 
Considerations

Music and Art share a space that is less than 900 sq. ft. The media center, at only 836 sq. ft. houses computer workstations, bookshelves
and circulation. No dedicate reading space was observed.

Previous Page

Next Page
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Existing CT Programs for Assessment
Next Page

Previous Page

Program Type Program Name Related Space Square Feet 

No Records Found 

Legend:

Not in current design manual

In current design manual but missing from assessment
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Main Assessment Menu - Chardon Local (47183) - Park Elem (29090)

Building Summary - Park Elem (29090)

District: Chardon Local

Name: Park Elem

Address: 111 Goodrich Ct

Chardon,OH 44024

Bldg. IRN: 29090

County: Geauga Area: Northeastern Ohio (8)

Contact: Rhonda Garrett

Phone: 440-285-4067

Date Prepared: 2016-08-22 By: Kelton Waller

Date Revised: 2016-09-12 By: Kelton Waller

Current Grades 1-5 Acreage: 1.49

Proposed Grades N/A Teaching Stations: 27

Current Enrollment 345 Classrooms: 22

Projected Enrollment N/A

Addition Date HA Number of Floors Current Square Feet

Original Building 1938 no 3 44,000

Total 44,000

*HA = Handicapped Access

*Rating =1 Satisfactory

=2 Needs Repair

=3 Needs Replacement

*Const P/S = Present/Scheduled Construction

FACILITY ASSESSMENT
Cost Set: 2016 Rating

Dollar 
Assessment C

A. Heating System 3 $1,501,280.00 -

B. Roofing 3 $99,646.40 -

C. Ventilation / Air Conditioning 1 $0.00 -

D. Electrical Systems 3 $714,120.00 -

E. Plumbing and Fixtures 3 $201,500.00 -

F. Windows 1 $0.00 -

G. Structure: Foundation 2 $42,090.00 -

H. Structure: Walls and Chimneys 2 $134,630.00 -

I. Structure: Floors and Roofs 1 $0.00 -

J. General Finishes 3 $699,600.00 -

K. Interior Lighting 3 $220,000.00 -

L. Security Systems 3 $81,400.00 -

M. Emergency/Egress Lighting 3 $44,000.00 -

N. Fire Alarm 3 $66,000.00 -

O. Handicapped Access 2 $40,050.00 -

P. Site Condition 3 $220,340.60 -

Q. Sewage System 1 $0.00 -

R. Water Supply 1 $0.00 -

S. Exterior Doors 3 $14,000.00 -

T. Hazardous Material 1 $0.00 -

U. Life Safety 3 $258,000.00 -

V. Loose Furnishings 3 $220,000.00 -

W. Technology 3 $579,920.00 -

X. Construction Contingency /
Non-Construction Cost

1 $1,254,881.17 -

Total $6,391,458.17

CEFPI Appraisal Summary

Section Points Possible Points Earned Percentage Rating Category

Cover Sheet — — — —

1.0 The School Site 100 41 41% Poor

2.0 Structural and Mechanical Features 200 120 60% Borderline

3.0 Plant Maintainability 100 61 61% Borderline

4.0 Building Safety and Security 200 134 67% Borderline

5.0 Educational Adequacy 200 116 58% Borderline

6.0 Environment for Education 200 145 73% Satisfactory

LEED Observations — — — —

Commentary — — — —

Total 1000 617 62% Borderline

Enhanced Environmental Hazards Assessment Cost Estimates 

C=Under Contract

 

Renovation Cost Factor 102.31%

Cost to Renovate (Cost Factor applied) $6,539,100.85

The Replacement Cost Per SF and the Renovate/Replace ratio are only provided when this summary is
requested from a Master Plan.

Previous Page
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Main Assessment Menu - Chardon Local (47183) - Park Elem (29090)

Original Building (1938) Summary

District: Chardon Local

Name: Park Elem

Address: 111 Goodrich Ct

Chardon,OH 44024

Bldg. IRN: 29090

County: Geauga Area: Northeastern Ohio (8)

Contact: Rhonda Garrett

Phone: 440-285-4067

Date Prepared: 2016-08-22 By: Kelton Waller

Date Revised: 2016-09-12 By: Kelton Waller

Current Grades 1-5 Acreage: 1.49

Proposed Grades N/A Teaching Stations: 27

Current Enrollment 345 Classrooms: 22

Projected Enrollment N/A

Addition Date HA Number of Floors Current Square Feet

Original Building 1938 no 3 44,000

Total 44,000

*HA = Handicapped Access

*Rating =1 Satisfactory

=2 Needs Repair

=3 Needs Replacement

*Const P/S = Present/Scheduled Construction

FACILITY ASSESSMENT
Cost Set: 2016 Rating

Dollar 
Assessment C

A. Heating System 3 $1,501,280.00 -

B. Roofing 3 $99,646.40 -

C. Ventilation / Air Conditioning 1 $0.00 -

D. Electrical Systems 3 $714,120.00 -

E. Plumbing and Fixtures 3 $201,500.00 -

F. Windows 1 $0.00 -

G. Structure: Foundation 2 $42,090.00 -

H. Structure: Walls and Chimneys 2 $134,630.00 -

I. Structure: Floors and Roofs 1 $0.00 -

J. General Finishes 3 $699,600.00 -

K. Interior Lighting 3 $220,000.00 -

L. Security Systems 3 $81,400.00 -

M. Emergency/Egress Lighting 3 $44,000.00 -

N. Fire Alarm 3 $66,000.00 -

O. Handicapped Access 2 $40,050.00 -

P. Site Condition 3 $220,340.60 -

Q. Sewage System 1 $0.00 -

R. Water Supply 1 $0.00 -

S. Exterior Doors 3 $14,000.00 -

T. Hazardous Material 1 $0.00 -

U. Life Safety 3 $258,000.00 -

V. Loose Furnishings 3 $220,000.00 -

W. Technology 3 $579,920.00 -

X. Construction Contingency /
Non-Construction Cost

1 $1,254,881.17 -

Total $6,391,458.17

CEFPI Appraisal Summary

Section Points Possible Points Earned Percentage Rating Category

Cover Sheet — — — —

1.0 The School Site 100 41 41% Poor

2.0 Structural and Mechanical Features 200 120 60% Borderline

3.0 Plant Maintainability 100 61 61% Borderline

4.0 Building Safety and Security 200 134 67% Borderline

5.0 Educational Adequacy 200 116 58% Borderline

6.0 Environment for Education 200 145 73% Satisfactory

LEED Observations — — — —

Commentary — — — —

Total 1000 617 62% Borderline

Enhanced Environmental Hazards Assessment Cost Estimates 

C=Under Contract

 

Renovation Cost Factor 102.31%

Cost to Renovate (Cost Factor applied) $6,539,100.85

The Replacement Cost Per SF and the Renovate/Replace ratio are only provided when this summary is
requested from a Master Plan.
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Facility Assessment

A. Heating System

Description: The existing system for the overall facility consist of a 1938 Kewanee steam boiler in fair condition and two 2013 Burnham boilers in new
condition located in the auditorium building with a mechanical tunnel connecting to the classroom building. Unit ventilators are used to provide
heat and ventilation in a majority of the classrooms with radiators in corridors . The equipment in the building does not provide the required
outside air delivery to meet OBC mechanical code. The system temperature controls pneumatic type thermostats with DDC controls in fair
condition. The structure is not equipped with air conditioning for the overall facility and the ductwork and air handlers do not have the capacity to
supply air conditioning to the classrooms. The two pipe system does not provide a capacity for simultaneous heating and cooling operation which
is not compliant with the OSDM requirements. According to school officals, the site does not contain underground fuel tanks. 

Rating: 3 Needs Replacement 

Recommendations: Provide a new overall heating ventilating and air conditioning system to achieve compliance with OBC and OSDM standards, the two Burnham
boilers to remain. The new ducted system will likely require architectural soffits to accommodate the installation of the ductwork. 

Item Cost Unit Whole 
Building

Original Building 
(1938)
44,000 ft²

Sum Comments

HVAC System 
Replacement:

$26.12sq.ft. (of entire
building addition)

 Required $1,149,280.00(includes demo of existing system and reconfiguration of piping layout and new
controls, air conditioning) 

Convert To Ducted 
System

$8.00sq.ft. (of entire
building addition)

 Required $352,000.00(includes costs for vert. & horz. chases, cut openings, soffits, etc. Must be used in
addition to HVAC System Replacement if the existing HVAC system is non-ducted) 

Sum: $1,501,280.00 $1,501,280.00

Back to Assessment Summary
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Facility Assessment

B. Roofing

Description: The west building is roofed with a 3-ply built-up roof installed in 1990. A subsequent fluid applied silver coating has been installed. Tears on the
backside of the parapet and wet insulation are present under the roofing application. District staff report that leaks have occurred for decades.
The east building is covered with a modified bitumen torch applied roofing system. It was installed over previous roofing applications. Ponding,
wet insulation and leaks were observed in this roof as well. The edge of the roof is not adequately captured by coping or fascia. Drainage at both
roof is conducted to area drains and then down internal roof drains. Overflow drains were not observed. 

Rating: 3 Needs Replacement 

Recommendations: Provide a new built-up roof over both buildings. Replace copings and provide proper means of capturing the roof at edges. Provide new drains
and install secondary overflow drainage as well. 

Item Cost Unit Whole BuildingOriginal Building (1938)
44,000 ft²

Sum Comments

Built-up Asphalt: $13.20sq.ft. (Qty) 1,896 Required $25,027.20
Repair/replace cap flashing and coping: $18.40ln.ft.  838 Required $15,419.20
Remove/replace existing roof Drains and Sump:$1,200.00each  16 Required $19,200.00
Overflow Roof Drains and Piping: $2,500.00each  16 Required $40,000.00
Sum: $99,646.40 $99,646.40

Back to Assessment Summary
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Facility Assessment

C. Ventilation / Air Conditioning

Description: There is no central ducted air conditioning system for this building. Window units are the majority of air conditioning, the clinic has a steam and
cooling unit in fair condition. The overall system is not compliant with OSDM requirements. The general building exhaust systems located in the
restrooms are functional and in satisfactory condition. There is a separate ventilated exhaust for the kiln in this facility. and there is no art program
paint hood or science room chemical hood. 

Rating: 1 Satisfactory 

Recommendations: Existing units have exceeded their expected service life of 15 years. Provide an air conditioning system to meet OBC and OSDM requirements.
Cost included in A. Heating System section 

Item CostUnitWhole BuildingOriginal Building (1938)
44,000 ft²

SumComments

Sum: $0.00 $0.00

Back to Assessment Summary
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Facility Assessment

D. Electrical Systems

Description: The electrical system in the overall facility is a 240/120 volt, 1 phase, 3 wire, 800 amp electric service with a 240 volt, 3 phase, 3 wire, 100 amp
additional service. A upgrade in 1999 to support the new computers at the school with no increase to the electric service. The service originates
in the auditorium building and connects to the classroom building thru the mechanical tunnel. Existing system is not capable of supporting the
new HVAC system. There is no lighting protection. The overall electrical system does not meet OSDM requirements in supporting the needs of
the school. 

Rating: 3 Needs Replacement 

Recommendations: The entire electrical system requires replacement to meet OSDM guidelines for overall capacity due to age. Upgrade service to a 208/120 volt, 3
phase, 2000 amps minimum service per OSDM guidelines. 

Item Cost Unit Whole 
Building

Original Building 
(1938)
44,000 ft²

Sum Comments

System 
Replacement:

$16.23sq.ft. (of entire
building addition)

 Required $714,120.00(Includes demo of existing system. Includes generator for life safety systems. Does not
include telephone or data or equipment) (Use items below ONLY when the entire system is
NOT being replaced) 

Sum: $714,120.00 $714,120.00

Back to Assessment Summary
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Facility Assessment

E. Plumbing and Fixtures 

Description: The school meets the OBC requirements for fixtures and drinking fountains. The school contains 3 rest rooms for girls, 3 restrooms for boys and
2 restrooms for staff. The facility contains 9 toilets, 2 ADA toilets, 12 urinals and 8 lavs for boys and they in good condition. The school contains
10 toilets and 8 lavs for girls and they are in good condition. The school contains 2 toilets and 3 lavs for staff and are in good condition. The
restrooms meet the requirements for the total number of fixtures. The majority of the water closets are wall mounted. Most flush valves and
faucets are manual. The plumbing fixtures are in good condition. There are 8 drinking fountains in the school. There are adequate number of
hose bibbs on the perimeter of the building in good condition. The hot water is heated by a 65 gallon 2005 natural gas hot water tank. The staff
indicated the capacity was adequate. There is a grease interceptor for the kitchen in this school. A majority of the domestic water piping is still
galvanized. There is no backflow preventer provided at the water service entrance 

Rating: 3 Needs Replacement 

Recommendations: Replace all manual with electronic flush vavles and sensor faucets to meet OSFC requirements. Water closets need to be upgraded to wall
mounted units at a some locations. Install a new backflow preventer. Replace domestic water galvanize piping throughout building. 

Item Cost Unit Whole BuildingOriginal Building (1938)
44,000 ft²

Sum Comments

Domestic Supply Piping: $3.50sq.ft. (of entire building addition) Required $154,000.00(remove / replace) 
Toilet: $3,800.00unit  5 Required $19,000.00(new) 
Electric water cooler: $3,000.00unit  5 Required $15,000.00(double ADA) 
Replace faucets and flush valves $500.00per unit  27 Required $13,500.00(average cost to remove/replace) 
Sum: $201,500.00 $201,500.00

Back to Assessment Summary
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Facility Assessment

F. Windows

Description: Aluminum double pane windows were observed around all window openings. Operable vents were observed i the classrooms. About 2/3 of the
openings have been infilled with opaque panels. Integral blinds are not provided. The windows appear to be performing well as a thermal and
moisture barrier. 

Rating: 1 Satisfactory 

Recommendations: No work is recommended at this time. 

Item CostUnitWhole BuildingOriginal Building (1938)
44,000 ft²

SumComments

Sum: $0.00 $0.00

Back to Assessment Summary
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Facility Assessment

G. Structure: Foundation

Description: The foundation is visible only in limited areas. Unit masonry foundations were observed at both buildings. Moisture was observed to have
penetrated the foundation in places. 

Rating: 2 Needs Repair 

Recommendations: Provide a foundation drain system around both buildings and a membrane moisture barrier on the foundation. 

Item Cost Unit Whole BuildingOriginal Building (1938)
44,000 ft²

Sum Comments

Waterproofing Membrane: $7.00sq.ft. (Qty) 5,028 Required $35,196.00(include excavation and backfill) 
Drainage Tile Systems / Foundation Drainage:$18.00ln.ft.  383 Required $6,894.00(include excavation and backfill) 
Sum: $42,090.00 $42,090.00

Efflorescence on the interior off a retaining wall.. Water ponding in basement.

Back to Assessment Summary
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Facility Assessment

H. Structure: Walls and Chimneys

Description: The building is framed with load bearing unit masonry walls with face brick exteriors. No expansion joints were observed in the wall. There are
areas where caulk has been applied over mortar as well as areas of missing mortar. District personnel pointed out repairs in the roof where the
wall has separated from the roof. This separation is potentially due to 1986 seismic activity in the area. 

Rating: 2 Needs Repair 

Recommendations: Provide expansion joints at around the building’s masonry envelop. Re-point areas where masonry repairs are failing or where mortar has
washed out of the brick joint. 

Item Cost Unit Whole BuildingOriginal Building (1938)
44,000 ft²

Sum Comments

Tuckpointing: $5.25sq.ft. (Qty) 500 Required $2,625.00(wall surface) 
Exterior Masonry Cleaning: $1.50sq.ft. (Qty) 29,330 Required $43,995.00(wall surface) 
Exterior Masonry Sealing: $1.00sq.ft. (Qty) 29,330 Required $29,330.00(wall surface) 
Install Control Joints $60.00ln.ft.  978 Required $58,680.00
Sum: $134,630.00 $134,630.00

Back to Assessment Summary
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Facility Assessment

I. Structure: Floors and Roofs

Description: Concrete slab on grade was observed at the lowest level of both buildings. The elevated floors are frame with structural concrete slab. The roof of
the east building is structural concrete as well. The roof of the west building is framed with steel clearspan trusses. No indications of instability or
movement of floor or roof structures was observed. 

Rating: 1 Satisfactory 

Recommendations: No work is recommended at this time. 

Item CostUnitWhole BuildingOriginal Building (1938)
44,000 ft²

SumComments

Sum: $0.00 $0.00

Back to Assessment Summary
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Facility Assessment

J. General Finishes

Description: Classrooms in the east building have wood tongue-in-groove flooring, glazed block and plaster walls with bullnose glaze block at window sills.
Approximately 15’ of base cabinets with plastic laminate counter tops were observed as well. Corridors have 12’’x12’’ glue applied acoustic tile
ceilings with plaster and glazed block walls, and VCT flooring. The dishwasher was reported to be in disrepair. 

Rating: 3 Needs Replacement 

Recommendations: Finishes throughout the building will be replaced in conjunction with mechanical, electrical, plumbing and life safety upgrades. 

Item Cost Unit Whole 
Building

Original Building 
(1938)
44,000 ft²

Sum Comments

Complete Replacement of Finishes and Casework 
(Elementary):

$15.90sq.ft. (of entire building 
addition)

 Required $699,600.00(elementary, per building area, with removal
of existing) 

Sum: $699,600.00 $699,600.00

Back to Assessment Summary
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Facility Assessment

K. Interior Lighting

Description: The overall facility contains primarily recessed lighting flourscent type. Lighting in classrooms are T-12 and T-8 flourscent 1x4 and 2x4 fixtures
with electronic ballast. The lighting levels are; classrooms 65 FC, cafeteria/kitchen 80 FC, gym 30 FC, offices 65 FC, restrooms 40 FC, band/art
40 FC and corridors 30 FC. The corridors and gym lighting levels are slightly below OSFC standards. 

Rating: 3 Needs Replacement 

Recommendations: Provide complete replacement of the lighting system due to the installation of ducted HVAC systems and fire suppression system. 

Item Cost Unit Whole BuildingOriginal Building (1938)
44,000 ft²

Sum Comments

Complete Building Lighting Replacement$5.00sq.ft. (of entire building addition) Required $220,000.00Includes demo of existing fixtures 
Sum: $220,000.00 $220,000.00

Back to Assessment Summary
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Facility Assessment

L. Security Systems

Description: The security system is a 1992 Fire Burglary system maintain by Vector security. Includes camera’s located inside (30) and outside of buildings
(19). All school district camera’s are connected to the high school recording equipment with 2 weeks of storage. There is one card reader located
at the main entrance of the Classroom building with 2 way communication and a door release for visitors there is a card reader at the auditorium
building. The doors are locked manually before classes begin. Exterior doors do not have postion switches. There is adequate exterior building
mounted security lighting 

Rating: 3 Needs Replacement 

Recommendations: Provide new security system to meet OSFC design manual guidelines. 

Item Cost Unit Whole BuildingOriginal Building (1938)
44,000 ft²

Sum Comments

Security System:$1.85sq.ft. (of entire building addition) Required $81,400.00(complete, area of building) 
Sum: $81,400.00 $81,400.00

Back to Assessment Summary
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Facility Assessment

M. Emergency/Egress Lighting

Description: The overall facility is equipped with an emergency egress lighting system consisting of compact fluorescent and LED exit signs, and emergency
lighting with battery packs. The system is not adequately provided throughout, and is not compliant with OSFC design manual guidelines. There
is no emergency generator. 

Rating: 3 Needs Replacement 

Recommendations: Provide a complete replacement of emergency egress lighting due to installation of systems outlined in A,K and U. 

Item Cost Unit Whole BuildingOriginal Building (1938)
44,000 ft²

Sum Comments

Emergency/Egress Lighting:$1.00sq.ft. (of entire building addition) Required $44,000.00(complete, area of building) 
Sum: $44,000.00 $44,000.00

Back to Assessment Summary
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Facility Assessment

N. Fire Alarm

Description: The fire alarm system is a 1992 Silent Night zoned type system and is annually tested and remotely monitored by Vector Security. There is not an
adequate number of horn/strobe units. Existing system does not have enough capacity to add the additional horn strobes or duct fire suppression
system detectors for shutdown of air handling equipment to meet NFPA and OSFC standards. It is not likely that the current system would
accommodate the addition of a fire suppression system. 

Rating: 3 Needs Replacement 

Recommendations: Replacement of the system will be required when the work in A and C- upgrading the ventilation and air conditioning is completed. At that time,
the devices would be replaced and added to with addressable devices. 

Item Cost Unit Whole BuildingOriginal Building (1938)
44,000 ft²

Sum Comments

Fire Alarm System:$1.50sq.ft. (of entire building addition) Required $66,000.00(complete new system, including removal of existing) 
Sum: $66,000.00 $66,000.00

Back to Assessment Summary
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Facility Assessment

O. Handicapped Access

Description: A lift is provided for wheelchair access to the 3 floors in the east building. No wheelchair access is provided to the stage in the west building. Most
of the door hardware consists of the older type knobs. ADA compliant signage was not observed. An exterior ramp is provided to the west
entrances. However, an ADA assist door operator is not. 

Rating: 2 Needs Repair 

Recommendations: Provide a lift to the stage in the west building. Provide ADA compliant signage with high contrast print and braille throughout the building. Provide
lever type hardware where knobs are still in use. Provide powered door opener at west entrance. 

Item Cost Unit Whole BuildingOriginal Building (1938)
44,000 ft²

Sum Comments

Handicapped Hardware: $350.00set  25 Required $8,750.00(includes installation / hardware only) 
Signage: $0.20sq.ft. (of entire building addition) Required $8,800.00(per building area) 
Lifts: $15,000.00unit  1 Required $15,000.00(complete) 
ADA Assist Door & Frame: $7,500.00unit  1 Required $7,500.00(openers, electrical, patching, etc) 
Sum: $40,050.00 $40,050.00

Ramp is provided. Powered door assist is not.

Back to Assessment Summary
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Facility Assessment

P. Site Condition

Description: The size of the site renders very unsatisfactory parking and bus circulation conditions. All traffic coming to the site must access a paved area
between the two buildings from Goodrich Ct to the south. This requires daily management effort on the part of the staff to keep traffic flowing and
pedestrians safe. Play areas are safely separated from parking areas. The site given its size and the buildings’ configuration is not large enough
to accommodate all the necessary circulation pathways. 

Rating: 3 Needs Replacement 

Recommendations: An allowance is being provided for unforeseen circumstances. 

Item Cost Unit Whole 
Building

Original Building 
(1938)
44,000 ft²

Sum Comments

New Asphalt Paving (heavy duty): $27.80sq. yard  1,577 Required $43,840.60
Additional Parking Spaces Required for 
Elementary

$121.00per student  500 Required $60,500.00($1,100 per parking space; 0.11 space per elementary
student. Parking space includes parking lot drive
space.) 

Base Sitework Allowance for Unforeseen 
Circumstances

$50,000.00allowance  Required $50,000.00Include this and one of the next two. (Applies for whole
building, so only one  addition should have this item) 

Sitework Allowance for Unforeseen
Circumstances for buildings between 0 SF and
100,000 SF

$1.50sq.ft. (of entire
building addition)

 Required $66,000.00Include this one or  the next. (Each addition should
have this item) 

Sum: $220,340.60 $220,340.60

View from Goodrich - the site’s only vehicular access Inadequate space for vehicular circulation.

Back to Assessment Summary
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Facility Assessment

Q. Sewage System

Description: An 4’’ city sewer pipe serves the building. There is twin sewage ejector pumps located in the mechanical room. There are no current problems
with city sewer system 

Rating: 1 Satisfactory 

Recommendations: No work is recommended at this time. 

Item CostUnitWhole BuildingOriginal Building (1938)
44,000 ft²

SumComments

Sum: $0.00 $0.00

Back to Assessment Summary
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Facility Assessment

R. Water Supply

Description: There is an 2’’ city water supply line serving the school. The existing water supply system will not provide adequate support for a future fire
suppression system. 

Rating: 1 Satisfactory 

Recommendations: No recommendation at this time. 

Item CostUnitWhole BuildingOriginal Building (1938)
44,000 ft²

SumComments

Sum: $0.00 $0.00

Back to Assessment Summary
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Facility Assessment

S. Exterior Doors

Description: Newer insulated hollow metal half light double leaf doors with steel astragals and panic hardware were observed at the west entrance. All other
doors around the building are older. They were observed to be non-thermal, misaligned and making poor closures against the frame. 

Rating: 3 Needs Replacement 

Recommendations: Provide new insulated doors at existing openings where older doors are in use. 

Item Cost Unit Whole BuildingOriginal Building (1938)
44,000 ft²

Sum Comments

Door Leaf/Frame and Hardware:$2,000.00per leaf 7 Required $14,000.00(includes removal of existing) 
Sum: $14,000.00 $14,000.00

Back to Assessment Summary
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Facility Assessment

T. Hazardous Material

Description: Enhanced Environmental Assessment (EEA) will need to be performed by OSFC EEA Consultant to establish final scope and budget 

Rating: 1 Satisfactory 

Recommendations: Independent Enhanced Environmental Provide Assessment Consultant to determine final scope and budget. 

Item CostUnitWhole BuildingOriginal Building (1938)
44,000 ft²

SumComments

Sum: $0.00 $0.00

Back to Assessment Summary
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Facility Assessment

U. Life Safety 

Description: The facility is NOT protected by an automated fire suppression system. Fire extinguishers are distributed throughout the school. The kitchen has
one hood protected by one up to date Ansul suppression system. Guardrails at the north exit and south exit of the east building are below 42’’
and fail the 4’’ sphere test. Rainlings at interior stairs are too low as well. 

Rating: 3 Needs Replacement 

Recommendations: Provide an automatic fire suppression system throughout the facility with a new water line connection. Provide an emergency generator to meet
the needs of this building, budget included in D. Electrical 

Item Cost Unit Whole BuildingOriginal Building (1938)
44,000 ft²

Sum Comments

Sprinkler / Fire Suppression System: $3.20sq.ft. (Qty) 40,000 Required $128,000.00(includes increase of service piping, if required) 
Well Pump for Fire Pump $20,000.00unit  1 Required $20,000.00
Storage Tank: $50,000.00unit  1 Required $50,000.00(30,000-35,000 gallon tanks) 
Handrails: $5,000.00level  12 Required $60,000.00
Sum: $258,000.00 $258,000.00

Back to Assessment Summary
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Facility Assessment

V. Loose Furnishings

Description: Most of the classrooms are in the east building. The students are provided metal frame chairs and desks. Desks were observed to have plastic
laminate work surfaces. Teache desks vary in stile age, and condition around the building. 

Rating: 3 Needs Replacement 

Recommendations: New furniture is needed to replace some of the older teacher desks as well as obsolete and non-uniform items serving students. 

Item Cost Unit Whole BuildingOriginal Building (1938)
44,000 ft²

Sum Comments

CEFPI Rating 0 to 3$5.00sq.ft. (of entire building addition) Required $220,000.00
Sum: $220,000.00 $220,000.00

Back to Assessment Summary
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Facility Assessment

W. Technology

Description: The school has upgraded the IT in classrooms in 2000 with two cat 5 communication jacks, wireless access and one fiber connection per
classroom. There are projectors is most classrooms where needed. 

Rating: 3 Needs Replacement 

Recommendations: With work under Item A,D and J it is probably not reasonable to expect the equipment and equipment will survive the renovation therefore
complete building replacement is recommended. 

Item Cost Unit Whole BuildingOriginal Building (1938)
44,000 ft²

Sum Comments

ES portion of building with total SF < 50,000$13.18sq.ft. (Qty) 44,000 Required $579,920.00
Sum: $579,920.00 $579,920.00

Back to Assessment Summary
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Facility Assessment

X. Construction Contingency / Non-Construction Cost

Renovation Costs (A-W) $5,136,577.00

7.00% Construction Contingency $359,560.39

Subtotal $5,496,137.39

16.29% Non-Construction Costs $895,320.78

Total Project $6,391,458.17

Construction Contingency $359,560.39

Non-Construction Costs $895,320.78

Total for X. $1,254,881.17

Non-Construction Costs Breakdown  

Land Survey 0.03% $1,648.84

Soil Borings / Phase I Envir. Report 0.10% $5,496.14

Agency Approval Fees (Bldg. Code) 0.25% $13,740.34

Construction Testing 0.40% $21,984.55

Printing - Bid Documents 0.15% $8,244.21

Advertising for Bids 0.02% $1,099.23

Builder’s Risk Insurance 0.12% $6,595.36

Design Professional’s Compensation 7.50% $412,210.30

CM Compensation 6.00% $329,768.24

Commissioning 0.60% $32,976.82

Non-Construction Contingency (includes partnering and mediation services) 1.12% $61,556.74

Total Non-Construction Costs 16.29% $895,320.78

Back to Assessment Summary
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School Facility Appraisal

Name of Appraiser  Kelton Waller Date of Appraisal  2016-08-22 

Building Name  Park Elem

Street Address  111 Goodrich Ct 

City/Town, State, Zip Code  Chardon, OH 44024 

Telephone Number(s)  440-285-4067 

School District  Chardon Local 

   

Setting:  Small City 

Site-Acreage 1.49 Building Square Footage 44,000 

Grades Housed 1-5 Student Capacity 500 

Number of Teaching Stations 27 Number of Floors 3 

Student Enrollment 345 

Dates of Construction 1938 

Energy Sources:   Fuel Oil   Gas   Electric   Solar

Air Conditioning:   Roof Top   Windows Units   Central   Room Units

Heating:   Central   Roof Top   Individual Unit   Forced Air

  Hot Water   Steam

Type of Construction  

  Load bearing masonry

  Steel frame

  Concrete frame

  Wood

  Steel Joists

Exterior Surfacing  

  Brick

  Stucco

  Metal

  Wood

  Stone

Floor Construction  

  Wood Joists

  Steel Joists

  Slab on grade

  Structural slab

  

Back to Assessment Summary
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CEFPI Ratings Sheet

1.0 The School Site

School Facility Appraisal

 

Points Allocated Points

 

1.1 Site is large enough  to meet educational needs as defined by state and local requirements 25 5 

 The site is 1.5 acres which is only about 10% of the minimum size site per OSDM recommendations.

1.2 Site is easily accessible  and conveniently located for the present and future population 20 7 

 The site is in the town center amid traffic for surrounding industry and through traffic.

1.3 Location  is removed from undesirable business, industry, traffic, and natural hazards 10 3 

 Traffic noise from vehicles of all sizes is present throughout the day.

1.4 Site is well landscaped and developed  to meet educational needs 10 8 

 
Trees are used to provide a visual and aural partition between the play ground and the high volumes of traffic on the street. Plantings were observed along the
principle facade.

1.5 ES Well equipped playgrounds are separated  from streets and parking areas 10 7 

MS Well equipped athletic and intermural areas are separated  from streets and parking

HS Well equipped athletic areas  are adequate with sufficient solid-surface parking

 Soft surface play areas were observed on the site. Hard surface play areas are used as vehicle circulation at non-recess times.

1.6 Topography  is varied enough to provide desirable appearance and without steep inclines 5 3 

 The parking lot is sloped well enough to drain. Very little topographical variety is present otherwise.

1.7 Site has stable, well drained soil free of erosion 5 5 

 Issues with surface water were not observed.

1.8 Site is suitable for special instructional needs , e.g., outdoor learning 5 0 

 Provisions for outdoor learning were not observed.

1.9 Pedestrian services  include adequate sidewalk with designated crosswalks, curb cuts, and correct slopes 5 2 

 The only pedestrian specific provisions are a ramp and concrete paved area along the principle facade.

1.10 ES/MS Sufficient on-site, solid surface parking  for faculty and staff is provided 5 1 

HS Sufficient on-site, solid surface parking  is provided for faculty, students, staff and community

 Less than 30 parking stalls are provided. This is a little more than half of the OSDM minimum recommendation.

TOTAL - The School Site 100 41

Back to Assessment Summary
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CEFPI Ratings Sheet

2.0 Structural and Mechanical Features

School Facility Appraisal

 

Structural Points 
Allocated Points

 

2.1 Structure meets all barrier-free  requirements both externally and internally 15 8 

 
Provisions for the handicapped include a wheelchair lift, exterior ramp and modified restrooms. The building lacks signage and uniformly provided ADA door 
hardware.

2.2 Roofs  appear sound, have positive drainage, and are weather tight 15 3 

 Roofs are reported to be leaking. Tears, deteriorating fluid coatings, and wet insulation were observed as well

2.3 Foundations  are strong and stable with no observable cracks 10 6 

 Evidence of water penetration is visible at the buildings lowest levels.

2.4 Exterior and interior walls  have sufficient expansion joints and are free of deterioration 10 0 

 Expansion joints are not present.

2.5 Entrances and exits  are located so as to permit efficient student traffic flow 10 10 

 Building portals are provided to support the flow of students.

2.6 Building ’’envelope’’  generally provides for energy conservation (see criteria) 10 3 

 Walls do not have cavity insulated cavities. Roof insulating value is reported to be as low as R-4 in some areas.

2.7 Structure is free of friable asbestos  and toxic materials 10 0 

 Refer to the attached EEA reports.

2.8 Interior walls permit sufficient flexibility  for a variety of class sizes 10 10 

 Movable partitions are not provided.

 

Mechanical/Electrical Points 
Allocated Points

 

2.9 Adequate light sources  are well maintained, and properly placed and are not subject to overheating 15 10 

 The majority of lighting sources provide the required foot candle intensity.

2.10 Internal water supply  is adequate with sufficient pressure to meet health and safety requirements 15 13 

 The internal water supply is adequate with sufficient pressure.

2.11 Each teaching/learning area has adequate convenient wall outlets , phone and computer cabling for technology applications 15 14 

 There is adequate amount of technology outlets.
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2.12 Electrical controls  are safely protected with disconnect switches  easily accessible 10 8 

 Disconnect switches are located in the areas of the electrical controls.

2.13 Drinking fountains  are adequate in number and placement, and are properly maintained including provisions for the 
disabled

10 7 

 An adequate number of drinking fountains were provided. The drinking fountains were not ADA compliant.

2.14 Number and size of restrooms meet requirements 10 8 

 There are an adequate number of water closets and lavs.

2.15 Drainage systems  are properly maintained and meet requirements 10 8 

 No problems were reported with the drainage system.

2.16 Fire alarms, smoke detectors, and sprinkler systems  are properly maintained and meet requirements 10 4 

 There is no sprinkler system. Fire alarms do not meet OSFC requirements.

2.17 Intercommunication system  consists of a central unit that allows dependable two-way communication  between the office
and instructional areas

10 4 

 There is only one-way communication between office and instructional areas.

2.18 Exterior water supply  is sufficient and available for normal usage 5 4 

 The city water supply is sufficient and available for normal use.

TOTAL - Structural and Mechanical Features 200 120

Back to Assessment Summary
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CEFPI Ratings Sheet

3.0 Plant Maintainability

School Facility Appraisal

 

Points Allocated Points

 

3.1 Windows, doors, and walls  are of material and finish requiring minimum maintenance 15 0 

 The newer windows in the building are easily maintained. Painted block, plaster and glazed block require little maintenance.

3.2 Floor surfaces  throughout the building require minimum care 15 12 

 VCT and wood floors require semi-annual to annual finishing.

3.3 Ceilings and walls  throughout the building, including service areas, are easily cleaned and resistant to stain 10 5 

 Acoustic ceiling tiles are easily stained and must be replaced.

3.4 Built-in equipment  is designed and constructed for ease of maintenance 10 5 

 Doors in some casework items are misaligned. Older units are difficult to operate.

3.5 Finishes and hardware , with compatible keying system, are of durable quality 10 7 

 Original knobs are present in most doors around the building. Only 1-2 keys are required to access the entire building.

3.6 Restroom fixtures  are wall mounted and of quality finish 10 10 

 Porcelain fixtures in the restrooms are wall mounted.

3.7 Adequate custodial storage space  with water and drain is accessible throughout the building 10 10 

 A custodial closet is provided on each floor of both buildings.

3.8 Adequate electrical outlets and power , to permit routine cleaning, are available in every area 10 4 

 Outlets are not adequate for routine cleaning.

3.9 Outdoor light fixtures, electrical outlets , equipment, and other fixtures are accessible for repair and replacement 10 8 

 Outdoor light fixtures are accessible for repair.

TOTAL - Plant Maintainability 100 61

Back to Assessment Summary
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CEFPI Ratings Sheet

4.0 Building Safety and Security

School Facility Appraisal

 

Site Safety Points Allocated Points

 

4.1 Student loading areas  are segregated from other vehicular traffic and pedestrian walkways 15 1 

 All vehicular and pedestrian circulation is comingled on the very small site. The site is not large enough to separate these functions.

4.2 Walkways , both on and offsite, are available for safety of pedestrians 10 5 

 Designated walkways on site are limited. Walkways are provided along the righ-of-way.

4.3 Access streets  have sufficient signals and signs to permit safe entrance to and exit from school area 5 2 

 Signs are provided. Signals are not.

4.4 Vehicular entrances and exits  permit safe traffic flow 5 1 

 All traffic is comingled along a shared small side street.

4.5 ES Playground equipment  is free from hazard 5 2 

MS Location and types of intramural equipment  are free from hazard

HS Athletic field equipment  is properly located and is free from hazard

 Soft surface play areas are adequately separated from parking areas. Hard surface play areas are adjacent to parking areas.

 

Building Safety Points Allocated Points

 

4.6 The heating unit(s)  is located away from student occupied areas 20 10 

 The heating units are located in all areas and have protected coverings.

4.7 Multi-story buildings have at least two stairways  for student egress 15 15 

 Two stairways are provided for all parts of both buildings.

4.8 Exterior doors  open outward and are equipped with panic hardware 10 10 

 Exterior doors with panic hardware open in the direction of egress.

4.9 Emergency lighting  is provided throughout the entire building with exit signs on separate electrical circuits 10 5 

 There is not an adequate amount of emergency lighting throughout the building.

4.10 Classroom doors  are recessed and open outward 10 10 

 Classroom doors are recessed and open in the direction of egress.

4.11 Building security systems  are provided to assure uninterrupted operation of the educational program 10 10 

 Assessment Report automatically generated for Kelton Waller
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4.12 Flooring  (including ramps and stairways) is maintained in a non-slip condition 5 5 

 Floor surfaces are maintained a safe condition.

4.13 Stair risers  (interior and exterior) do not exceed 6 1/2 inches and range in number from 3 - 16 5 4 

 Stair risers are between 6’’ and 7’’

4.14 Glass  is properly located and protected with wire or safety material to prevent accidental student injury 5 0 

 No safety provisions for glazing within the building were observed.

4.15 Fixed Projections  in the traffic areas do not extend more than eight inches from the corridor wall 5 5 

 Fixed items project less than 18’’.

4.16 Traffic areas  terminate at an exit or a stairway leading to an egress 5 5 

 Stairs and building portals are provided at the end of each corridor.

 

Emergency Safety Points Allocated Points

 

4.17 Adequate fire safety equipment  is properly located 15 7 

 Fire extinguishers are present. A fire suppression system is not.

4.18 There are at least two independent exits  from any point in the building 15 15 

 All areas of the building are provided at least two exits.

4.19 Fire-resistant materials  are used throughout the structure 15 12 

 Non-combustible materials are provided throughout the building.

4.20 Automatic and manual emergency alarm system  with a distinctive sound and flashing light is provided 15 10 

 The alarm system does not have the adequate coverage.

TOTAL - Building Safety and Security 200 134

Back to Assessment Summary
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CEFPI Ratings Sheet

5.0 Educational Adequacy

School Facility Appraisal

 

Academic Learning Space Points Allocated Points

 

5.1 Size of academic learning areas  meets desirable standards 25 15 

 Classrooms average around 700 square feet. This is significantly less than OSDM recommendations.

5.2 Classroom space  permits arrangements for small group activity 15 5 

 Rooms are not large enough to accommodate varying seating arrangements.

5.3 Location of academic learning areas  is near related educational activities and away from disruptive noise 10 10 

 Disruptions to the educational process were not observed.

5.4 Personal space  in the classroom away from group instruction allows privacy time for individual students 10 2 

 The classrooms are not larege enough to offer privacy away from other students.

5.5 Storage for student materials  is adequate 10 7 

 Students are provided desk with trays, coat hooks, and shelves.

5.6 Storage for teacher materials  is adequate 10 6 

 Teachers are provided full height closets which are in poor condition.

 

Special Learning Space Points Allocated Points

 

5.7 Size of special learning area(s)  meets standards 15 12 

 4 rooms for specialized learning are provided. The size appears to serve the students needs.

5.8 Design of specialized learning area(s)  is compatible with instructional need 10 8 

 Areas for specialized learning have been modified to create spaces within spaces to more effectively serve the needs of the students therein.

5.9 Library/Resource/Media Center  provides appropriate and attractive space 10 3 

 An 836 sq. ft. space is used to house bookshelves, circulation areas, and computer stations. No dedicated reading area is provided.

5.10 Gymnasium (or covered P.E. area)  adequately serves physical education instruction 5 5 

 Assessment Report automatically generated for Kelton Waller

5.11 ES Pre-kindergarten and kindergarten space  is appropriate for age of students and nature of instruction 10 8 

MS/HS Science  program is provided sufficient space and equipment

 The gymnasium is located in the west building and has sufficient space for physical education and storage.
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5.12 Music Program  is provided adequate sound treated space 5 1 

 Music and art share a space of less than 900 sq. ft. Storage is inadequate.

5.13 Space for art  is appropriate for special instruction, supplies, and equipment 5 1 

 Music and art share a space of less than 900 sq. ft. Storage is inadequate.

 

School Facility Appraisal Points Allocated Points

 

5.14 Space for technology education  permits use of state-of-the-art equipment 5 4 

 Computer workstations were observed in the Media Center and in classrooms.

5.15 Space for small groups and remedial instruction  is provided adjacent to classrooms 5 3 

 Spaces for small groups are all on the lowest level.

5.16 Storage for student and teacher material  is adequate 5 3 

 Students have desk with trays, coat hooks, and shelves. Teachers are provided aging full height cabinets.

 

Support Space Points Allocated Points

 

5.17 Teacher’s lounge and work areas  reflect teachers as professionals 10 10 

 No air conditioning is provided and the furniture is obsolete.

5.18 Cafeteria/Kitchen  is attractive with sufficient space for seating/dining, delivery, storage, and food preparation 10 5 

 Food is not prepared on site. Little provisions to contribute to the space’s attractiveness was observed.

5.19 Administrative offices  provided are consistent in appearance and function with the maturity of the students served 5 1 

 The appearance does not relate to the age of the student population.

5.20 Counselor’s office  insures privacy and sufficient storage 5 0 

 No dedicated space is provided for the counselor.

5.21 Clinic  is near administrative offices and is equipped to meet requirements 5 3 

 2 cots and a non-ADA compliant restroom were observed.

5.22 Suitable reception space  is available for students, teachers, and visitors 5 2 

 The is inadequate space for visitors to the office.

5.23 Administrative personnel  are provided sufficient work space and privacy 5 2 

 Only the principal has a private office.

TOTAL - Educational Adequacy 200 116

Back to Assessment Summary
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CEFPI Ratings Sheet

6.0 Environment for Education

School Facility Appraisal

 

Exterior Environment Points Allocated Points

 

6.1 Overall design is aesthetically pleasing  to age of students 15 7 

 
The medium to dark hue brick coupled with the dark window frames and opaque panels create an overall feeling of darkness. The forms are 3 story and fairly
monolithic.These characteristics do not relate well to young children.

6.2 Site and building are well landscaped 10 8 

 Trees are effectively used to separate soft surface play areas from the busy right-of-way.

6.3 Exterior noise and poor environment  do not disrupt learning 10 4 

 A high volume of traffic with vehicles of all sizes is a constant in the town center.

6.4 Entrances and walkways  are sheltered  from sun and inclement weather 10 3 

 Shelter at building portals is minimal. No shelter is provided at the walkways.

6.5 Building materials  provide attractive color and texture 5 2 

 The buildings overall are dark and scaled more to the surrounding downtown development.

 

Interior Environment Points Allocated Points

 

6.6 Color schemes, building materials, and decor  provide an impetus to learning 20 12 

 Color is provided via the furnishings in the buidling.

6.7 Year around comfortable temperature and humidity  are provided throughout the building 15 15 

 Assessment Report automatically generated for Kelton Waller

6.8 Ventilating system  provides adequate quiet circulation of clean air and meets 15cfm VBC requirement 15 15 

 Assessment Report automatically generated for Kelton Waller

6.9 Lighting system  provides proper intensity, diffusion, and distribution of illumination 15 15 

 Assessment Report automatically generated for Kelton Waller

6.10 Drinking fountains and restroom facilities  are conveniently located 15 15 

 Restrooms are provided on each floor.

6.11 Communication among students  is enhanced by commons area(s) for socialization 10 7 

 No dedicated commons areas are provided. Socialization takes place in the student dining areas and the playground.

6.12 Traffic flow  is aided by appropriate foyers and corridors 10 10 
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 Corridors are provided to to support traffic flow throughout both buildings.

6.13 Areas for students to interact  are suitable to the age group 10 8 

 Playgrounds are available for interaction among students.

6.14 Large group areas are designed  for effective management of students 10 7 

 The student dining area has only one opening to the rest of the building. The gymnasium has multiple ways to the outside.

6.15 Acoustical treatment  of ceilings, walls, and floors provides effective sound control 10 5 

 The only acoustic treatment is suspended acoustic tile ceilings. No was observed on the walls or floors.

6.16 Window design  contributes to a pleasant environment 10 4 

 Large original window openings have been infilled with opaque panels. The level of natural light in the building was significantly diminished as a result.

6.17 Furniture and equipment  provide a pleasing atmosphere 10 8 

 Some inconsistent furniture items and obsolete pieces were observed.

TOTAL - Environment for Education 200 145

Back to Assessment Summary
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LEED Observation Notes
School District: Chardon Local 

County: Geauga 

School District IRN: 47183 

Building: Park Elem 

Building IRN: 29090 

Sustainable Sites  

Construction process can have a harmful effect on local ecology, especially when buildings are build on productive agricultural, wildlife or open areas. Several measures can be
take however to prevent the impact on undeveloped lands or to improve previously contaminated sites. Appropriate location reduces the need for private transportation and helps
to prevent an increase in air pollution. Developing buildings in urban areas and on brownfield sites instead of greenfield locations has economical and environmental benefits.
Controlling stormwater runoff and erosion can prevent the worsening of water quality in receiving bodies of water and the impact on aquatic life. Once the building is constructed,
it’s important to decrease heat island effects and reduce the light pollution on the site. 

(source: LEED Reference Guide, 2001:9) 

Water Efficiency  

In the US ca. 340 billion gallons of fresh water are withdrawn daily from surface sources, 65% of which is discharged later after use. Water is also withdrawn from underground
aquifers The excessive usage of water results in the current water deficit, estimated at 3,700 billion gallons. Water efficiency measures in commercial buildings can reduce water
usage by at least 30%. Low-flow fixtures, sensors or using non potable water for landscape irrigation, toilet flushing and building systems are just some of available strategies. Not
only do they result in environmental savings, but also bring about financial benefits, related to lower water use fees, lower sewage volumes to treat and energy use reductions. 

(source: LEED Reference Guide, 2001:65) 

Energy & Atmosphere  

Buildings in the US account for more than 30% of the total energy use and for approximately 60% of electricity. 75% of energy is derived from the burning of fossil fuels, which
releases CO2 into the Atmosphere and contributes to global warming. Moreover, coal fired electric utilities release nitrogen oxides and sulfur dioxide, where the former contribute
to smog and the latter to acid rain. Other types of energy production are not less harmful. Burning of natural gas produces nitrogen oxides and greenhouse gases as well, nuclear
power creates nuclear wastes, while hydroelectric generating plants disrupt natural water flows. Luckily there are several practices that can reduce energy consumption and are
environmentally and economically beneficial. Not only will they reduce the air pollution and mitigate global warming thanks to being less dependent on power plants, but also they
will reduce operational costs and will quickly pay back. In order to make the most of those practices, it’s important to adopt a holistic approach to the building’s energy load and
integrate different energy saving strategies. 

(source: LEED Reference Guide, 2001:93) 

Material & Resources  

The steps related to process building materials, such as extraction, processing and transportation are not environmentally natural, as they pollute the air, water and use natural
resources. Construction and demolition wastes account for 40% of the solid waste stream in the US. Reusing existing documents is one of the best strategies to reduce solid
wastes volumes and prevents then from ending up at landfills. It also reduces habitat disturbance and minimizes the need for the surrounding infrastructure. While using new
materials one should take into account different material sources. Salvaged materials provide savings on material costs, recycled content material minimizes waste products and
local materials reduce the environmental impact of transportation. Finally, using rapidly renewable materials and certified wood decreases the consumption of natural resources.
Recycling and reusing construction waste is another strategy to be taken into consideration in sustainable design. 

(source: LEED Reference Guide, 2001:167) 

Indoor Environmental Quality  

As we spend a big majority of our time indoors, the emphasis should be put on optimal indoor environmental quality strategies while (re)designing a building . Otherwise, a poor
IEQ will have adverse effects on occupants’ health, productivity and quality of life. IEQ strategies such as ventilation effectiveness and control of contaminants or a building
flush-out prior to occupancy can reduce potential liability, increase the market value of the building but can also result in a significantly higher productivity (16%). Other strategies
involve automatic sensors and controls, introducing fresh air to the building or providing lots of daylighting views. 

(source: LEED Reference Guide, 2001:215) 

Innovation & Design Process  

This category is aimed at recognizing projects that implemented innovative building features and sustainable building knowledge, and whose strategy or measure results
exceeded those which are required by the LEED Rating System. Expertise in sustainable design is the key element of the innovative design and construction process. 

(source: LEED Reference Guide, 2001:271) 
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Justification for Allocation of Points

Building Name and Level: Park Elem

1-5

Building features that clearly exceed criteria:

1.

2.

3.

4.

5.

6.

Building features that are non-existent or very inadequate:

1.

2.

3.

4.

5.

6.

Back to Assessment Summary
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Environmental Hazards Assessment Cost Estimates
Owner: Chardon Local 
Facility: Park Elem 
Date of Initial Assessment: Aug 22, 2016 
Date of Assessment Update: Sep 12, 2016 
Cost Set: 2016 

District IRN: 47183 
Building IRN: 29090 
Firm: Hardlines Design Company 

Scope remains unchanged after cost updates. 

Building Addition Addition Area (sf)
Total of Environmental Hazards Assessment Cost Estimates 

Renovation Demolition 
1938 Original Building 44,000 $0.00 $0.00 
Total 44,000 $0.00 $0.00 
Total with Regional Cost Factor (102.31%) — $0.00 $0.00 
Regional Total with Soft Costs & Contingency — $0.00 $0.00 
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	2016 Assessment Cost Guidelines.pdf
	ASSESSMENT COST GUIDELINES – 2016
	A.        HEATING SYSTEM
	Heating System Component replacement:
	Additional Comments:
	Coordination Comments:
	HIGH BAY/INDUSTRIAL SPACE – LAB TYPES 5, 6, 7:
	B.       ROOFING



	Other:
	(describe “Other” items along with opinion of probable costs within recommendation section)
	Additional Comments:
	Coordination Comments:
	C.   VENTILATION/AIR CONDITIONING


	Other:
	Additional Comments:
	Coordination Comments:
	HIGH BAY/INDUSTRIAL SPACE – LAB TYPES 5, 6, 7:
	D.      ELECTRICAL SYSTEMS



	Components     (Use items below ONLY when the entire system is NOT being replaced)
	For each 10,000 sf increment over 100,000 sf increase 480-volt service size by 200.
	Additional Comments:
	Coordination Comments:
	HIGH BAY/INDUSTRIAL SPACE – LAB TYPES 5, 6, 7:

	Additional Comments:
	E.       PLUMBING AND FIXTURES
	The Assessment Consultant shall determine if there are pressure problems and number of systems if additions are present, and address all other concerns using the cost indicated below.  Do not put any cost of handicapped compliance in this area.  – The...



	Other:
	Additional Comments:
	HIGH BAY/INDUSTRIAL SPACE – LAB TYPES 5, 6, 7:

	Additional Comments:
	F.      WINDOWS


	Other:
	Additional Comments:
	G.      STRUCTURE
	The Assessment Consultant shall look for cracking and differential movement of the building and any additions.  In addition, check any existing crawl space(s) for deterioration of structure.  Determine if the district has experienced any structural pr...



	Other:
	Additional Comments:
	H. STRUCTURE WALLS AND CHIMNEYS


	Other:
	Additional Comments:
	I. STRUCTURE: FLOORS AND ROOFS


	Other:
	Additional Comments:
	Coordination Comments:
	J. GENERAL FINISHES
	The cost to replace all the finishes in a school building are listed below. Define requirement for casework within description.


	Other:
	Additional Comments:
	Coordination Comments:
	HIGH BAY/INDUSTRIAL SPACE – LAB TYPES 5, 6, 7:
	K. INTERIOR LIGHTING


	Additional Comments:
	Coordination Comments:
	HIGH BAY/INDUSTRIAL SPACE – LAB TYPES 5, 6, 7:
	L.      SECURITY SYSTEMS


	Additional Comments:
	M. EMERGENCY/EGRESS LIGHTING

	Additional Comments:
	Additional Comments:
	O. HANDICAPPED ACCESS


	Wheelchair confined students and staff must have access to all instructional areas of every school.  All toilet facilities, drinking fountains and door hardware must be ADA compliant.
	Other:
	Additional Comments:
	P. SITE CONDITION


	Other:
	Storm Drainage:
	Curb Cuts:
	Stabilize Soil Erosion:
	Additional Comments:
	Q. SEWAGE SYSTEM


	Other:
	Additional Comments:
	R. WATER SUPPLY

	Other:
	Coordination Comments:
	S. EXTERIOR DOORS


	Other:
	Additional Comments:
	T. HAZARDOUS MATERIAL

	Effective June 1, 2001 Assessors will use the Environmental Hazards Form to establish estimates for Item T.
	Additional Comments:
	U. LIFE SAFETY


	Other:
	Coordination Comments:
	V. LOOSE FURNISHINGS
	W. TECHNOLOGY
	X.         NON-CONSTRUCTION COST – (Same as 2015)
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